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DESCRIPTION MATER AL MAT. LOCATION
NOTES: (UNLESS OTHERWISE SPECIFTED) PLATE OR ROD 304L SS

THIS 1S A CRYOGENIC VACUUM COMPONENT.

CLEANING PROCEDURE

: PER VENDOR SPECIFICATION
WITH LBNL APPROVAL.

PACKAGING AND STORAGE PROCEDURE OF THE COMPONENTS: 4
PER VENDOR SPCIFICATION WITH LBNL APPROVAL.
DIMENSIONS AND TOLERANCING PER ANSI YI4.5M-1982. >
UNITS ARE IN INCHES UNLESS OTHERWISE SPECIFIED.
USE OF SULFUR OR SILICONE BEARING OILS, LUBRICANTS,
OR COOLANTS ARE STRICTLY PROHIBITED.
USE OF RESIN OR RUBBER BONDED ABRASIVES UNDER POWER I
IS STRICTLY PROHIBITED. USE VITREOUS BONDED ABRASIVES
ONLY.
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SxE 0 [FRAC £ 164 iy W |1 - BERKELEY NATIONAL LABORATORY ~~L{ ﬂ
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THREADS ARE CLASS 2 PROaECT N /A XB THRUST BRACKET, CLAMP PLATE g
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CUT ROUND, 1.5 THREAD RELTEF ON MACHINED THREADS gyg R LA MANTIA OHTE 16-Aug-02 PART _ SHEET 1 OF 1 .
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